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Attachment 1 for CCR 95-0964

The implementation of this CCR is done in three steps, in the order specified.

Step 1 - Delete the following links.  The information in the table is taken from reports run against the
12/21/95 RTM baseline.  The reports were run on 12/26/95.

RBR ID L4 Paragraph ID L4 Key
SCF0060#IR1 C-CSS-60600 4822
SCF0070#IR1 C-CSS-60600 4822

Step 2 - Add the following links.  The information in the table is taken from reports run against the
12/21/95 RTM baseline.  The reports were run on 12/26/95.

RBR ID L4 Paragraph ID L4 Key
SCF0060#IR1 C-CSS-60600 5294
SCF0070#IR1 C-CSS-60600 5294

Step 3 - Delete the following duplicate Level 4 requirements.  As of 12/21/95, these requirements
have no links except for C-CSS-60600 (see step 2).  The information in the table is taken from reports
run against the 12/21/95 RTM baseline.  The reports were run on 12/26/95.

Para. ID K e y R l
s

Requirement Text C o m m e
n t

C-CSS-
2 8 0 1 0 4 8 0

9

IR
1

CSS Event Logger Service shall accept
and record event time (when the event
was generated, obtained from the Time
Service) information.

DELETE

C-CSS-
2 8 0 1 0 4 8 1

6

A CSS Event Logger Service shall accept
and record event time (when the event
was generated, obtained from the Time
Service) information.

NO
ACTION

C-CSS-
2 8 0 2 0 4 8 1

0

IR
1

CSS Event Logger Service shall accept
and record the application information
(name and version of the calling
application).

NO
ACTION

C-CSS-
2 8 0 2 0 4 8 1

7

A CSS Event Logger Service shall accept
and record the application information
(name and version of the calling
application).

DELETE

C-CSS-
2 8 0 3 0 4 8 1

8

A CSS Event Logger Service shall accept
and record event message information.

DELETE

C-CSS-
2 8 0 3 0 4 8 1

1

IR
1

CSS Event Logger Service shall accept
and record event message information.

NO
ACTION
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C-CSS-
2 8 0 4 0 4 8 1

5

A CSS Event Logger Service shall accept
and record the event type information.
(Type of the event: fault, performance)

DELETE

C-CSS-
2 8 0 4 0 4 8 1

2

IR
1

CSS Event Logger Service shall accept
and record the event type information.
(Type of the event: fault, performance)

NO
ACTION

C-CSS-
6 0 5 0 0 5 2 7

6

A |
IR
1

The CSS File Access Service shall provide
functionality for interactive and non-
interactive transfer of files (send and
receive) between two host systems.

DELETE

C-CSS-
6 0 5 0 0 2 3 9

6

IR
1

The CSS File Access Service shall provide
functionality for interactive and non-
interactive transfer of files (send and
receive) between two host systems.

NO
ACTION

C-CSS-
6 0 5 1 0 4 8 1

3

IR
1

The CSS File Access Service shall be
capable of transferring ASCII and binary
files.

NO
ACTION

C-CSS-
6 0 5 1 0 5 2 9

2

A |
IR
1

The CSS File Access Service shall be
capable of transferring ASCII and binary
files.

DELETE

C-CSS-
6 0 5 2 0 5 2 9

3

A |
IR
1

The CSS File Access Service shall support
the File Transfer Protocol (FTP).

DELETE

C-CSS-
6 0 5 2 0 2 3 4

9

IR
1

The CSS File Access Service shall support
the File Transfer Protocol (FTP).

NO
ACTION

C-CSS-
6 0 6 0 0 4 8 2

2

IR
1

The CSS File Access Service shall provide
connection oriented operation for file
transfers.

DELETE

C-CSS-
6 0 6 0 0 5 2 9

4

A |
IR
1

The CSS File Access Service shall provide
connection oriented operation for file
transfers.

NO
ACTION

C-CSS-
6 0 6 1 0 4 8 2

3

IR
1

The CSS File Access Service shall allow
selection of the file type (ASCII or
binary).

NO
ACTION

C-CSS-
6 0 6 1 0 5 2 9

5

A |
IR
1

The CSS File Access Service shall allow
selection of the file type (ASCII or
binary).

DELETE

C-CSS-
6 0 6 2 0 4 8 2

4

IR
1

The CSS File Access Service shall support
proxy mode of operation which enables
transfer of files between two remote
hosts.

DELETE
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C-CSS-
6 0 6 2 0 4 9 4

A The CSS File Access Service shall support
proxy mode of operation which enables
transfer of files between two remote
hosts.

NO
ACTION

C-CSS-
6 0 6 3 0 4 9 5

A The CSS File Access Service shall provide
capability to list remote files

NO
ACTION

C-CSS-
6 0 6 3 0 4 8 2

5

IR
1

The CSS File Access Service shall provide
capability to list remote files

DELETE

C-CSS-
6 0 6 4 0 4 9 6

A The CSS File Access Service shall support
wildcards in files on the remote host.

NO
ACTION

C-CSS-
6 0 6 4 0 4 8 2

6

IR
1

The CSS File Access Service shall support
wildcards in files on the remote host.

DELETE

C-CSS-
6 0 6 5 0 4 8 2

7

IR
1

The CSS File Access service shall support
anonymous FTP which allows read
access to all users.

DELETE

C-CSS-
6 0 6 5 0 5 7 2

A The CSS File Access service shall support
anonymous FTP which allows read
access to all users.

NO
ACTION

C-CSS-
6 3 0 0 0 4 7 7

7

A |
IR
1

The CSS Virtual Terminal shall provide a
virtual device which hides the physical
terminal characteristics and handling
conventions from both the operator and
the server host.

NO
ACTION

C-CSS-
6 3 0 0 0 4 8 2

9

IR
1

The CSS Virtual Terminal shall provide a
virtual device which hides the physical
terminal characteristics and handling
conventions from both the operator and
the server host.

DELETE

C-CSS-
6 3 0 2 0 4 8 3

0

IR
1

The CSS Virtual Terminal shall be based
on industry standard and accepted
protocols (telnet and ktelnet).

DELETE

C-CSS-
6 3 0 2 0 4 7 8

0

A |
IR
1

The CSS Virtual Terminal shall be based
on industry standard and accepted
protocols (telnet and ktelnet).

NO
ACTION

Step 4 - Change the release attribute to "IR1" for the requirements in the table below.  The information
in the table is taken from reports run against the 12/21/95 RTM baseline.  The reports were run on
12/26/95.

Paragraph ID Release Attribute RTM Key

C-CSS-00040 A IR1 9232
C-CSS-00500 A | IR1 4791
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C-CSS-21000 A | IR1 2360
C-CSS-28010 A IR1 4816
C-CSS-28010 A IR1 4816
C-CSS-28060 A | IR1 2322
C-CSS-28070 A | IR1 2323
C-CSS-28080 A | IR1 2324
C-CSS-60600 A | IR1 5294
C-CSS-60600 A | IR1 5294
C-CSS-60620 A IR1 494
C-CSS-60620 A IR1 494
C-CSS-60630 A IR1 495
C-CSS-60630 A IR1 495
C-CSS-60640 A IR1 496
C-CSS-60640 A IR1 496
C-CSS-60650 A IR1 572
C-CSS-60650 A IR1 572
C-CSS-61050 A | IR1 2415
C-CSS-61060 A | IR1 4782
C-CSS-62000 A | IR1 5291
C-CSS-62010 A | IR1 5277
C-CSS-62030 A | IR1 5278
C-CSS-62040 A | IR1 5279
C-CSS-62100 A | IR1 5280
C-CSS-62120 A | IR1 5281
C-CSS-62300 A | IR1 5282
C-CSS-62305 A | IR1 5283
C-CSS-62310 A | IR1 5284
C-CSS-62320 A | IR1 5285
C-CSS-62330 A | IR1 5286
C-CSS-62340 A | IR1 5287
C-CSS-62350 A | IR1 5288
C-CSS-62360 A | IR1 5289
C-CSS-62380 A | IR1 5290
C-CSS-63000 A | IR1 4777
C-CSS-63000 A | IR1 4777
C-CSS-63010 A | IR1 4778
C-CSS-63020 A | IR1 4780
C-CSS-63020 A | IR1 4780
C-CSS-63040 A | IR1 4779
C-HRD-11115 A | IR1 2423
C-HRD-11300 A | IR1 2424
C-HRD-12115 A | IR1 2517
C-HRD-12300 A | IR1 2673
C-HRD-18000 A | IR1 2419
C-HRD-18005 A | IR1 2420
C-HRD-21115 A | IR1 2768
C-HRD-21300 A | IR1 2854
C-HRD-23115 A | IR1 2963
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C-HRD-23300 A | IR1 3050
C-HRD-28000 A | IR1 2421
C-HRD-32000 A | IR1 2359
C-HRD-42000 A | IR1 912
C-HRD-44000 A | IR1 926
C-HRD-45000 A | IR1 932
C-HRD-46000 A | IR1 938
C-ISS-01000 A | IR1 4792
C-ISS-01010 A | IR1 4480
C-ISS-01020 A | IR1 3652
C-ISS-01100 A | IR1 2399
C-ISS-02010 A | IR1 4790
C-ISS-02020 A | IR1 2354
C-ISS-02030 A | IR1 2355
C-ISS-02050 A | IR1 2356
C-ISS-02520 A | IR1 2357
C-ISS-02530 A | IR1 2358
C-MSS-10410 A | IR1 2416
C-MSS-12010 A | IR1 201
C-MSS-12020 A | IR1 2327
C-MSS-12080 A | IR1 9108
C-MSS-12090 A | IR1 9111
C-MSS-14020 A | IR1 197
C-MSS-36070 A | IR1 4834
C-MSS-40400 A | IR1 394
C-MSS-40410 A | IR1 395
C-MSS-40420 A | IR1 396
C-MSS-40470 A | IR1 401
C-MSS-40480 A | IR1 402
C-MSS-40490 A | IR1 403
C-MSS-40500 A | IR1 404
C-MSS-40510 A | IR1 405
C-MSS-40540 A | IR1 408
C-MSS-40550 A | IR1 409
C-MSS-40560 A | IR1 410
C-MSS-40570 A | IR1 411
C-MSS-40990 A | IR1 429
C-MSS-40995 A | IR1 430
C-MSS-60010 A | IR1 2400
C-MSS-60020 A | IR1 3322
C-MSS-60080 A | IR1 2381
C-MSS-60100 A | IR1 2382
C-MSS-60110 A | IR1 2383
C-MSS-60120 A | IR1 2384
C-MSS-60140 A | IR1 4786
C-MSS-60150 A | IR1 2388
C-MSS-60170 A | IR1 2385
C-MSS-60190 A | IR1 2389
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C-MSS-60200 A | IR1 2325
C-MSS-60340 A | IR1 2390
C-MSS-60370 A | IR1 9102
C-MSS-60500 A | IR1 2386
C-MSS-60620 A | IR1 3029
C-MSS-66010 A | IR1 279
C-MSS-66030 A | IR1 280
C-MSS-66170 A | IR1 290
C-MSS-66180 A | IR1 291
C-MSS-66190 A | IR1 292
C-MSS-66200 A | IR1 293
C-MSS-66260 A | IR1 299
C-MSS-66270 A | IR1 300
C-MSS-68000 A | IR1 308
C-MSS-68010 A | IR1 309
C-MSS-68020 A | IR1 310
C-MSS-68100 A | IR1 3074
C-MSS-70100 A | IR1 325
C-MSS-70130 A | IR1 328
C-MSS-70300 A | IR1 2413
C-MSS-70700 A | IR1 2395
C-MSS-70720 A | IR1 161
C-MSS-90150 A | IR1 189
C-MSS-90570 A | IR1 286
S-DPS-61174 A | IR1 5296
S-DPS-70230 A | IR1 5297
S-DSS-00010 A | IR1 5264
S-DSS-00020 A | IR1 5265
S-DSS-00060 A | IR1 5267
S-DSS-00095 A | IR1 5266
S-DSS-01070 A | IR1 5268
S-DSS-01400 A | IR1 5269
S-DSS-01405 A | IR1 5270
S-DSS-01430 A | IR1 5271
S-DSS-01760 A | IR1 5272


